
LAMP  

Shape: Custom
Bulb Materials: Borosilicate Glass and Brass Cap
Bulb Finish: Matte White
Beam angle: 360°

Base: E27
Working temperature: -5°C to 40°C
Warm up time: Instant
Warranty: 3 years
Input Voltage: 220-240V, 50Hz
Fixture Materials: Porcelain

CRI (colour rendering index) 95

Lamp lumen output 540lm

Flicker <5%

Lumens per circuit watt (LM/W) 90lm/W

Lifetime (TM-21) (hours) 30,000hrs

Colour Temperature 2700K

Power factor 0.9 

PERFORMANCE

Specification subject to change without notice. Refer to our website for the most recent product documentation.
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6 WATT | 540 LUMENS | 2700K

EU: 5060400158553

UK: 5060400158515

EAN CODES:

EU: DWS-OVAL-TBL-01-EU

UK: DWS-OVAL-TBL-01-UK

SKU CODES:

Available upon request.

IES/LDT FILE:

IP20

A collaboration with acclaimed New York designer, David Weeks, the Reflection Table Lamps offer playful takes on 
some of Tala’s most celebrated light bulb designs.   

Crafted by hand using premium porcelain, the artisanal nature of the products means each piece is unique in texture, 
color and shape, with no two pieces alike. Any variations or differences in their final form owes to these processes and 
should not be considered a defect.

DIMMING 
Dimmable: Yes, in-line dimmer included. 

Dimming type: Trailing edge 

Dimming style: Smooth, silent dimming from 100%-0%

DIMENSIONS

REFLECTION LAMP + BULB
190 x 210cm
(Width x Height)

CABLE LENGTH: 
300cm

POLAR DIAGRAM (BULB)

REFLECTION OVAL TABLE LAMP (EU/UK) 
DAVID WEEKS FOR TALA




